
BUILDING A BETTER BUCKET

Design patent D721,743

The first major improvement  
in the world's most popular 
bucket design
We've added more molded sizes to our lineup of 
patented CC buckets. Maximize the output of your 
elevator with Tapco's Low Profile CC bucket.

TAPCO’S PATENTED DESIGN (W/ EARS) OFFERS  
GREATER CAPACITY THAN COMPETING BUCKETS 

•   7" AND 8" PROFILES AVAILABLE

•  CAPACITY: Water level +10%

•  SPACING: Nominal projection minus 1"
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Size (Nominal) Inches Spacing on Belt (Min.) inches Depth C ± .125” Down D ± .25”

Urethane Capacity Tolerance ± 3%

Weight Pounds (Average)WL WL + 10%

Cu. In. Cu. Ft. Cu. In. Cu. Ft.

12 X 7 PATENTED 6 6 1.25 258.1 0.1494 283.9 0.1643 2.91

13 X 7 PATENTED 6 6 1.25 295.8 0.1712 325.4 0.1883 3.21

14 X 7 PATENTED 6 6 1.25 314.0 0.1817 345.4 0.1999 3.28

16 X 7 PATENTED 6 6 1.25 360.4 0.2086 396.4 0.2294 3.85

10 X 8 PATENTED 7 6.875 1.25 297.0 0.1719 326.7 0.1891 2.95

11 X 8 PATENTED 7 6.875 1.25 325.9 0.1886 358.5 0.2075 2.99

12 X 8 PATENTED 7 6.875 1.25 362.0 0.2095 398.2 0.2304 3.02

13 X 8 PATENTED 7 6.875 1.25 390.2 0.2258 429.2 0.2484 3.17

14 X 8 PATENTED 7 6.875 1.25 429.6 0.2486 472.6 0.2735 3.31

15 X 8 PATENTED 7 6.875 1.25 458.9 0.2656 504.8 0.2921 3.72

16 X 8 PATENTED 7 6.875 1.25 511.1 0.2958 562.2 0.3254 4.27

18 X 8 PATENTED 7 6.875 1.25 564.4 0.3266 620.8 0.3593 4.89

20 X 8 PATENTED 7 6.875 1.25 644.2 0.3728 708.6 0.4101 5.77

800.288.2726 / St. Louis, Missouri USA
phone 314.739.9191 
fax 314.739.5880

Tapcoinc.com
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All Sizes Available In Super Tough Nylon & High Abrasion-Resistant Urethane

STYLE CCLP HD "LOW PROFILE" 
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